
Z690

 Intel Alder ADL-S Z690

 ATX ，24PIN +8PIN + 4PIN power input

 4 x U-DIMM DDR5 (up to 5600Mhz)

 2.5G network card

 Support HDMI + DP Display

 ATX： 305 x 245 mm

 SATA3.0 6Gb/s * 6

 PCI Express 5.0x16 * 1 ， PCI Express 3.0x4 * 1

Processor
CPU Intel 12th CPU MAX 125W Performance

GPU PCIE/onboard(reserved)

Memory
Type

Provides 4 memory slots，Max. 128G ，Support DDR5 - 5600+/ 5400/5200/5000/4800MHz

Dual-channel, Support Extreme Memory Profile (XMP) memory

System
OS WINDOWS

BIOS AMI

Storage
Slot M.2 * 3 ；PCI Express 5.0x16 * 1 ，PCI Express 3.0x4 * 1

SATA 6 x SATA Gen3 Port

I/O

Audio Six-hole 8-channel audio interface

LAN Onboard Intel 2.5Gbit Network WiFi-6

Display HDMI、DP

Audio
3.5mm Audio Jack，
1 x 9pin ， 2 x 5-1 2 54mm

USB
IO：USB 2.0 * 4 ，USB 3.2 Gen 2 * 2(1*Type-A +1*Type-C) ，USB 3.2 Gen 1 * 2
Onboard Pins：USB2.0 * 2 ，USB 3.0 Tpye-A * 1 ，USB 3.0 Tpye-C * 1

Expansion

PCI Express 5.0x16 * 1 ，PCI Express 3.0x4 * 1
M2_1" M.2 support PCIE GEN4 x4 SSD；

M2_2" M.2 support PCIE GEN3 x4/SATA SSD；

M2_3" M.2 support PCIE GEN4 x4 SSD

F_ Pannel Support

Other

CPU FAN * 1，

System FAN * 3，

water pump * 1

Power Input ATX ，24PIN +8PIN + 4PIN Power input

SIZE Type ATX ，305 x 245 mm

Environment
Temperature Operating: -5~40℃, Storage: -20~70℃

Humidity Operating: 10%~90% Non-condensing, Storage: 5%~95% Non-condensing
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产品型号 描 述描 述 数 量
SATA数据线 1

驱动光盘

产品说明/简易指南

I/O 挡片 1
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